DATA SHEET: TEMBREAK 2 L800-PE MCCB

WITH Icu=70kA @ 690V AC

MCCB Electrical Characteristics to IEC 60947-2, EN 60947-2, JIS C 8201-2-1 ANN.1, AS/NZS 3947-2

@ TERASAKI

Frame Reference Quantity Unit Condition _
Maximum In (A) of Frame 800
Model L800
Number of Poles 3
Type PE
Nominal current Ratings
I, (A) 50°C 630,800

Electrical characteristics
Rated operational voltage U, V) AC 50/60 Hz 690
Rated insulation voltage U, V) 800
Rated impulse voltage imp (kV) 8
Ultimate breaking capacity Iy, (kA) 690V AC 70
(IEC, JIS,AS/NZS)
Service breaking capacity I (kA) 690V AC 50
(IEC, JIS,AS/NZS)
Rated short-time withstand I, (kA) 0.3 Seconds 10
Adjustable thermal, adjustable magnetic
Microprocessor |
Utilisation Category B
Installation
Front Connection (FC) -
Extension Bar (FB) -
Cable Clamp (FW) -
Rear Connection (RC) |
Plug-in (PM) *Q
Din Rail Mounting (DA) -
Dimensions: height (mm) 273

width (mm) 3 pole 210

depth (mm) 140
Weight weight (kg) 3 pole ®
Direct Opening Action [ |
Toggle operation [ |
Door mounted (HS)/ Breaker mounted handle (HB) .
Motor operation .
ErdlrEnEE Electrical cycles 690V AC 500

Mechanical | cycles 2,500
@ 13.3kg/630A, 14.8kg/800A @Refer temperature rating table in product catalogue
B Standard e Optional - Not Available
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DATA SHEET: TEMBREAK 2 L800-PE MCCB
WITH Icu=70kA @ 690V AC
Outline Dimensions L800-PE

ASL: Arrangement Standard Line H: Handle Frame Centre Line

@ TERASAKI

Rear connected

Toggle extension (removable)

Terminal cover
Stud can be turned 90°

when necessary

Drilling plan (front view)

048

015 for accessory wiring

)

ASL

M8
Tapped hole

Groove for dissipating
heat generated by overcurrent

3P

Conductor
overlap, max

164.5
182

Note: Studs are factory installed in horizontal direction both on the line and load sides.

Panel cutout (front view)

92

Panel cutout dimensions shown give an allowance
of 1.0mm around the handle escutcheon.

Rear connected with Motor Operator

Drilling plan (front view)

Stud can be
turned 90°

Front Panel |
Manual operating handle
(removable) 18) 4l

Padlock |

Groove for dissipating

248 heat generated by overcurrent

3P
.

015 for accessory wiring
when necessary

. !

ASL

M8
Tapped hole

Connector plug

Mounting screw

Conductor
overlap, max 20

Note: Studs are factory installed in horizontal direction both on the line and load sides.

Panel cutout (front view)

101.9
160

]
=

Panel cutout dimensions shown give an
allowance of 1.5mm around motor operator.

Panel hinge position (hatching area)
(bottom view)

237.5
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DATA SHEET: TEMBREAK 2 L800-PE MCCB

WITH Icu=70kA @ 690V AC

Outline Dimensions L800-PE Plug-in Version

ASL: Arrangement Standard Line H: Handle Frame Centre Line

Outline Dimensions
Mounting hole

Terminal cover

M8
Mounting screw

Trip button (red)

Termination of Busbar

Preperation of conductor

Mounting screw M12X25 max. Hex. sec. head bolt.

Mounting on the angle support

Mounting base (rear view)

3P
210

Terminal cover

M8
Mounting screw

Mounting
angle

Drilling plan (front view)
3P

Detail of connecting part
Oriented for rear access

21 R65

705, 79.5

Terminal bars should be connected alternately
on adjacent poles.

Mounting through the backplate (shown with optional connection bars oriented for rear access)
(rear view)

3P
210

1

Mounting plate 163

Terminal
cover S

21

179.5

AS

@

170.5

Mounting plate

312

Drilling plan (front view)

Detail of connecting part
Oriented for rear access

3P
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_ M _
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214

Terminal bars should be connected alternately
on adjacent poles.

Mounting on the backplate (optional connection bars must be oriented for front access)

(rear view)

Mounting screw

68

M8X80
n
o
[ Mounting plate e
ASLH
n
o
2
B 8
[
341
164.5 _|516]10t
|.80.5, 182 116

Detail of connecting part
Oriented for front access

Drilling plan (front view)

an
E:%UJ
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Innovators in Protection Technology

DATA SHEET: TEMBREAK 2 L800-PE MCCB
WITH Icu=70kA @ 690V AC

L800-PE
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LTD Pick-up current IR xIn 04 | o5 | 063 | 08 | 09 | 095 | 10 |
aracte No.
11 21 21 5 10 19 29
LT fr () at 200% x Ir at 600% x Ir
Standard I IR 2.5 | 5 10
ST fed ® 0.1 I 02
INST I xIR 14(Max: 12 x I) Note (1)
Ip xIR 0.8
PTA to (s) 40
GF Ig Xln 0.2
Option Note(3) {g (s) 0.2
IN xIR 1.0/0.5 Note(2)
NP
N (s) IN=IR

Note

(1) limax. =12 x Ih. (2) 1.0 x Ir or 0.5 x Ir can be selected. Characteristic of neutral protection (in vs. IN) is identical to characteristic of phase

protection (tr vs. IR). (3) When you specify GF on MCCBs with 3 poles the terminal block is automatically fitted to connect with the external neutral
CT for 3 phases 4 wires system.
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