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 Frame Reference
Maximum In (A) of Frame

Model
Number of Poles
Type

Nominal current Ratings

Electrical characteristics

Rated operational voltage
Rated insulation voltage
Rated impulse voltage

Ultimate breaking capacity
(IEC, JIS,AS/NZS)

Service breaking capacity
(IEC, JIS,AS/NZS)

Rated short-time withstand

Protection

Adjustable thermal, adjustable magnetic
Microprocessor
Utilisation Category

Installation

Front Connection (FC)
Extension Bar (FB)
Cable Clamp (FW)
Rear Connection (RC)
Plug-in (PM)
Din Rail Mounting (DA)
Dimensions:       

Weight

Operation

Direct Opening Action
Toggle operation
Door mounted (HS)/ Breaker mounted handle (HB)
Motor operation

Endurance

Page 1 of 4

DATA SHEET:  TEMBREAK 2 L125-PJ MCCB
with Icu = 70kA @ 690V AC
MCCB Electrical Characteristics to IEC 60947-2, EN 60947-2, JIS C 8201-2-1 ANN.1, AS/NZS 3947-2



8

8

8

Front connected 

Rear connected 

Front connected with Motor Operator 

Rear connected with Motor Operator 

Panel cutout dimensions shown give an 
allowance of 1.0mm or more around the 
handle escutcheon.

48

� Be sure to install the insulation caps (supplied as standard).

M8 screw with 
insulation cap �

M8 screw with 
insulation cap �

Mounting hole

Mounting hole

Interpole barrier 
(removable)

M4�0.7
Mounting screw

M4�0.7
Mounting screw

M4�0.7
Mounting screw

M4�0.7
Mounting screw

M4�0.7
Mounting screw M4�0.7

Tapped hole

M4�0.7
Tapped hole

M4�0.7
Tapped hole

M4�0.7
Tapped hole

Mounting hole

With extension bars 
(optional)

Terminal cover

Terminal 
cover

Front panel t2

Mounting plate
(max. t3.2)

Mounting plate
(max. t3.2)

Stud can be turned 
45 or 90

Stud can be turned 
45 or 90

Interpole barrier 
(removable)

M8 screw with 
insulation cap �

59

ø11

6

6

DATA SHEET:  TEMBREAK 2 L125-PJ MCCB 
with Icu = 70kA at 690V AC 

Outline Dimensions L125-PJ

ASL: Arrangement Standard Line HL: Handle Frame Centre Line
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Mounting screw
M8�18 max.
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96

136
156

76.5

45

96

10
2

22

16
0

4t

20
20

16
5

179

203
183

4

1
22

Insulating plate

Mounting sc rew M5 NUT

Insulating plate

Mounting plate

Support or rail

Support or rail

Termination of BusbarOutline Dimensions

ø9

6 (max.)

15.5 (max.)

15.5 (max.)

Preperation of conductor

22 (max.)

Mounting on a support or rails (shown with optional connection bars oriented for rear access) 

Mounting th rough the backplate (shown with optional connection bars oriented for rear access) 

Mounting on the backplate (optional connection bars must be oriented for front access)

6
Terminal cover

6

Terminal cover

6

Terminal cover

6

Terminal cover

20
0

Mounting screw
M5�0.8

Mounting hole

Mounting screw

Mounting screw M5�20

M5�0.8

Mounting Plate

Mounting Plate

Mounting plate

Outline Dimensions L125-PJ Plug in Version 

ASL: Arrangement Standard Line HL: Handle Frame Centre Line
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DATA SHEET:  TEMBREAK 2 L125-PJ MCCB 
with Icu = 70kA at 690V AC 



Time/Current Characteristic Curves 
L125-PJ
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DATA SHEET:  TEMBREAK 2 L125-PJ MCCB
with Icu = 70kA @ 690V AC




