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Quantity Unit Condition

Standard       • Optional        - Not Available

400

VE400
3

NE

 Frame Reference
Maximum In (A) of Frame

Model
Number of Poles
Type

Nominal current Ratings

Electrical characteristics

Rated operational voltage 
Rated insulation voltage 
Rated impulse voltage

Protection

Adjustable thermal, adjustable magnetic
Microprocessor
Utilisation Category

Installation

Extension Bar (FB) only                        
Front Connection (FC)                    
Cable Clamp (FW)
Rear Connection (RC)
Plug-in (PM)
Din Rail Mounting (DA)
Dimensions:      

Weight

Operation

Direct Opening Action
Toggle operation
Door mounted (HS)/ Breaker mounted handle (HB) 
Motor operation

Page 1 of 3

DATA SHEET:  TEMBREAK 2 VE400-NE FOR 800V AC
with Icu = 30kA @ 800V AC

MCCB Electrical Characteristics to IEC 60947-2, EN 60947-2, JIS C 8201-2-1 ANN.1, AS/NZS 3947-2

Ultimate breaking capacity 
(IEC, JIS,AS/NZS)

Service breaking capacity 
(IEC, JIS,AS/NZS)

Ics (kA) 800V AC 15

Rated short-time withstand Icw (kA) 0.3 Seconds 5

Ordering Information

Model Protection Codes I R (A) Order Code (3P)
VE400-NE A (LSI) 100-250 4547560 411977



HL: 
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DATA SHEET:  TEMBREAK 2 VE400-NE MCCB 
Icu = 30kA AT 800V AC
Outline Dimensions VE400-NE FC

ASL: Arrangement Standard Line HL: Handle Frame Centre Line



Percent Rated Current   IRPercent Rated 
Current  In

LT

STStandard

IR (A)
LTD Pick-up current    IR xIn 0.4 0.5 0.63 0.8 0.9 0.95 1.0

1Characteristics

Note
(1) Only available at 250A.  (2) Ii max. = 13 x Ict.

No. 2 3 4 5 6 7
11

2.5 5 10
0.20.1

14(Max: 13 x In)   Note (2)Ii
tsd

Isd xIR

xIR

(s)

tR (s)
at 200% x IR at 600% x IR

21 21 5 10 19 29

INST

Ict= 250A Note (1)
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DATA SHEET:  TEMBREAK 2 VE400-NE 
MCCB Icu = 30kA @ 800V AC
Time/Current Characteristic Curves 
VE400-NE




